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Premium Grade

Full Mortise Parliament Hinge
Three Knuckle, Plain Bearing with Ball Tip Finial

Free Floating Stainless Steel Pin System.   
Shown with Ball Tip Finial. Button Tip Finial Standard.

Universal Handing. Regularly Furnished with No. 12 x 1 1/2" FHWS.
Solid Extruded Brass.

Standard, Custom Plated and Patinated Finishes Available.
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Plain Bearing �(Ball Tip Finial Standard)

	 Hinge Dimension  	 Barrel 	 Leaf	 Screw 
	 (Height by Width)	 Diameter	 Thickness	 (FHWS)

	 2 1/2	×	  2 1/2	 5/16	 0.092	 No. 6	×	  3/4
	 2 1/2	×	  3	 3/8	 0.092	 No. 8 	×	  1
	 2 1/2	×	  3	 1/2	 0.123	 No. 10	×	   1 1/4
	 2 1/2	×	  4	 1/2	 0.130	 No. 10	×	   1 1/4
	 2 1/2	×	  4 1/2	 9/16	 0.135	 No. 10	×	   1 1/4
	 2 1/2	×	  5	 9/16	 0.146	 No. 10	×	   1 1/4
	 2 1/2	×	  6	 5/8	 0.165	 No. 10	×	   1 1/4
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